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Plan Ausbau und Bereinigung  

·  Auskommentieren der betroffenen Filesysteme aus der /etc/vfstab 
·  umount der betroffenen Filesysteme 
·  Anmelden am Systemcontroller un der betroffenen Domain 
·  Domain herunterfahren 
·  auf Domainshell wechseln und Domain ausschalten 
·  ordentliche Beschriftung prüfen, dann Kabel aus IB7 ausstecken 
·  Antistatikmatte auslegen und Antistatikarmband mit Anschluß an Gehäuse anlegen 
·  IB7 ausbauen und auf Antistatikmatte legen 
·  Filler Panel einsetzen 
·  defekten HBA aus Slot 7 ausbauen, WWPNs nochmals prüfen und in Müll geben, Blindkarte einbauen 
·  Ersatz-HBA aus Slot 3 ausbauen, Blindkarte einbauen 
·  Filler Panel ausbauen 
·  IB7 einbauen 
·  Kabel in IB7 einstecken 
·  auf Domainshell wechseln und Domain einschalten 
·  Boot der Domain 
·  Bereinigung der überflüssigen Devices 

Vorbereitungen  

Auskommentieren der betroffenen Filesysteme aus der /etc/vfstab 

umount der betroffenen Filesysteme 

Anmelden am Systemcontroller und der betroffenen Domain 

Domain herunterfahren: 

# init 0  
#  
INIT: New run level: 0 
The system is coming down.  Please wait. 
System services are now being stopped. 
EMC Control Center Master Agent stopping ... 
EMC Control Center Master Agent stopped. 
Discovery client has been stopped 
... 
stopping NetWorker daemons: 
 nsr_shutdown -a -q 
Print services already stopped. 
Jul 21 08:59:55 server syslogd: going down on signa l 15  
The system is down. 
syncing file systems... done 
NOTICE:  f_client_exit: Program terminated! 
debugger entered.  
{14} ok  

auf Domainshell wechseln und Domain ausschalten: 

{14} ok #.  
Domain Shell for Domain C - server 
 
sf68-2-sc0:C> showboards  
 
Slot     Pwr Component Type                 State      Status     Domain 
----     --- --------------                 -----      ------     ------ 
/N0/SB1  On  CPU Board V2                   Active     Passed     C 
/N0/SB3  On  CPU Board V2                   Active     Passed     C 
/N0/SB5  On  CPU Board V2                   Active     Passed     C 
/N0/IB7  On  PCI I/O Board                  Active     Passed     C  
 
sf68-2-sc0:C> setkeyswitch off  
Powering boards off ... 
sf68-2-sc0:C> showboards  
 
Slot     Pwr Component Type                 State      Status     Domain 
----     --- --------------                 -----      ------     ------ 
/N0/SB1  Off CPU Board V2                   Assigne d   Not tested C 
/N0/SB3  Off CPU Board V2                   Assigne d   Not tested C 
/N0/SB5  Off CPU Board V2                   Assigne d   Not tested C 
/N0/IB7  Off PCI I/O Board                  Assigne d   Not tested C  

 

Ausbau  

ordentliche Beschriftung prüfen, dann Kabel aus IB7 ausstecken 



 

Antistatikmatte auslegen und Antistatikarmband mit Anschluß an Gehäuse anlegen 

IB7 ausbauen und auf Antistatikmatte legen 

Filler Panel einsetzen 

 



defekten HBA aus Slot 7 ausbauen, WWPNs nochmals prüfen und in Müll geben, Blindkarte einbauen 

 

Ersatz-HBA aus Slot 3 ausbauen, WWPNs nochmals prüfen, Blindkarte einbauen 

 



Filler Panel ausbauen 

IB7 einbauen 

Kabel in IB7 einstecken 

 

Bereinigung  

auf Domainshell wechseln und Domain einschalten 

Boot der Domain 

Bereinigung der überflüssigen Devices 

sf68-2-sc0:C> showboards  
 
Slot     Pwr Component Type                 State      Status     Domain 
----     --- --------------                 -----      ------     ------ 
/N0/SB1  Off CPU Board V2                   Assigne d   Not tested C 
/N0/SB3  Off CPU Board V2                   Assigne d   Not tested C 
/N0/SB5  Off CPU Board V2                   Assigne d   Not tested C 
/N0/IB7  Off PCI I/O Board                  Assigne d   Not tested C 
 
sf68-2-sc0:C> setkeyswitch on  
Powering boards on ... 
Testing CPU Boards ... 
{/N0/SB1/P0} Running CPU POR and Set Clocks 
{/N0/SB3/P2} Running CPU POR and Set Clocks 
{/N0/SB3/P3} Running CPU POR and Set Clocks 
{/N0/SB1/P1} Running CPU POR and Set Clocks 
{/N0/SB3/P0} Running CPU POR and Set Clocks 
{/N0/SB3/P2} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB1/P2} Running CPU POR and Set Clocks 
{/N0/SB3/P1} Running CPU POR and Set Clocks 
{/N0/SB3/P3} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB1/P3} Running CPU POR and Set Clocks 
{/N0/SB3/P2} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB5/P0} Running CPU POR and Set Clocks 
{/N0/SB5/P2} Running CPU POR and Set Clocks 
{/N0/SB5/P1} Running CPU POR and Set Clocks 
{/N0/SB3/P3} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB3/P2} Use is subject to license terms. 



{/N0/SB5/P3} Running CPU POR and Set Clocks 
{/N0/SB3/P3} Use is subject to license terms. 
{/N0/SB5/P0} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB5/P1} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB1/P2} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB1/P3} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB1/P2} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB1/P3} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB1/P2} Use is subject to license terms. 
{/N0/SB1/P3} Use is subject to license terms. 
{/N0/SB1/P0} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB5/P0} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB5/P1} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB5/P2} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB5/P0} Use is subject to license terms. 
{/N0/SB5/P1} Use is subject to license terms. 
{/N0/SB1/P1} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB5/P3} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB3/P0} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB3/P1} @(#) lpost     5.20.1     2006/06/05 1 7:38 
{/N0/SB3/P0} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB5/P2} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB5/P3} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB1/P0} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB1/P1} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB1/P0} Use is subject to license terms. 
{/N0/SB1/P1} Use is subject to license terms. 
{/N0/SB3/P1} Copyright 2006 Sun Microsystems, Inc.  All rights reserved. 
{/N0/SB5/P2} Use is subject to license terms. 
{/N0/SB5/P3} Use is subject to license terms. 
{/N0/SB3/P0} Use is subject to license terms. 
{/N0/SB3/P1} Use is subject to license terms. 
{/N0/SB1/P2} Running Basic CPU  
{/N0/SB1/P0} Running Basic CPU  
{/N0/SB1/P1} Running Basic CPU  
{/N0/SB1/P3} Running Basic CPU  
... 
{/N0/SB1/P0}  CORE 4 clearing 00000041.d5555380 to 00000042.00000000 
{/N0/SB1/P0} Running Domain Stick Sync Tests 
{/N0/SB1/P0} Subtest: Sync. Stick Registers Test  
{/N0/SB1/P0} Running Domain Verify Stick Sync Tests  
{/N0/SB1/P0} Subtest: Verify Sync. Stick Registers Test  
{/N0/SB1/P0}  DCB_DECOMP_OBP command succeeded  
{/N0/SB1/P0} Decompress OBP done 
{/N0/SB1/P0}  DCB_ENTER_OBP  command succeeded  
{/N0/SB1/P1}  DCB_ENTER_OBP  command succeeded  
{/N0/SB1/P2}  DCB_ENTER_OBP  command succeeded  
{/N0/SB1/P3}  DCB_ENTER_OBP  command succeeded  
{/N0/SB3/P0}  DCB_ENTER_OBP  command succeeded  
{/N0/SB3/P1}  DCB_ENTER_OBP  command succeeded  
{/N0/SB3/P2}  DCB_ENTER_OBP  command succeeded  
{/N0/SB3/P3}  DCB_ENTER_OBP  command succeeded  
{/N0/SB5/P0}  DCB_ENTER_OBP  command succeeded  
{/N0/SB5/P1}  DCB_ENTER_OBP  command succeeded  
{/N0/SB5/P2}  DCB_ENTER_OBP  command succeeded  
{/N0/SB5/P3}  DCB_ENTER_OBP  command succeeded  
Entering OBP ... 
 
ChassisSerialNumber xxx  
 
!!! LP9002 Fcode, Copyright (c) 2005 Emulex !!!  Ve rsion 1.50a4 
 
 
!!! LP9002 Fcode, Copyright (c) 2005 Emulex !!!  Ve rsion 1.50a4  
 
 
Sun Fire 6800 
OpenFirmware version 5.20.1 (06/05/06 17:37) 
Copyright 2006 Sun Microsystems, Inc.  All rights r eserved. 
 
Use is subject to license terms. 
 
SmartFirmware, Copyright (C) 1996-2001.  All rights  reserved. 
49152 MB memory installed, Serial #xxx. 
Ethernet address xxx, Host ID: xxx. 
 
 
{4} ok boot  
/ 
Emulex LightPulse FC SCSI/IP 6.02f 
NOTICE: lpfc2: Firmware Rev 3.92A3 (C2D3.92A3) 
NOTICE: lpfc2: Fcode Rev 1.50a4 
NOTICE: lpfc2: WWPN:10:00:00:00:c9:30:0d:33 WWNN:20 :00:00:00:c9:30:0d:33 DID 0xa1500 
NOTICE: lpfc3: Firmware Rev 3.92A3 (C2D3.92A3) 
NOTICE: lpfc3: Fcode Rev 1.50a4 
NOTICE: lpfc3: WWPN:10:00:00:00:c9:30:0d:34 WWNN:20 :00:00:00:c9:30:0d:34 DID 0xb1500  
WARNING: forceload of misc/md_trans failed 
WARNING: forceload of misc/md_raid failed 
WARNING: forceload of misc/md_hotspares failed 
obpsym: symbolic debugging is available. 
... 
configuring IPv4 interfaces: ce0 ce1. 
Hostname: server 
Setting up paths 
The system is coming up.  Please wait. 
... 
The system is ready. 
 
 
server console login: root  



Password:  
Last login: Sat Jul 21 08:51:55 on console 
Jul 21 10:03:37 server login: ROOT LOGIN /dev/conso le 
 
Sun Microsystems Inc.   SunOS 5.9       Generic May  2002 
You have new mail. 
Sun Microsystems Inc.   SunOS 5.9       Generic May  2002 
You have new mail. 
Sourcing //.profile-EIS..... 
 
DISPLAY= 
 
#  
# powermt display  
Symmetrix logical device count=19 
CLARiiON logical device count=0 
Invista logical device count=0 
=================================================== =========================== 
----- Host Bus Adapters ---------  ------ I/O Paths  -----  ------ Stats ------ 
### HW Path                        Summary   Total   Dead  IO/Sec Q-IOs Errors 
=================================================== =========================== 
2304 ssm@0/pci@1a/pci@1/lpfc@4     failed       19     19       -     0      0 
2305 ssm@0/pci@1a/pci@1/lpfc@5     failed       18     18       -     0      0 
2306 ssm@0/pci@1b/pci@1/lpfc@4     optimal      19      0       -     0      0 
2307 ssm@0/pci@1b/pci@1/lpfc@5     optimal      19      0       -     0      0 
# devfsadm -C  
# ls -l /dev/dsk/c2*  
/dev/dsk/c2*: No such file or directory  
 


